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ACCO panels are a specialized type of fluted veneers 
combined with acoustic panel which has sound absorption 
properties. These panels are designed to enhance both the 

aesthetic appeal of a space and acoustic performance. 

Beneath the veneered flutes layer, the panel consists of a 
sound-absorbing core material. This core is typically made 

from foam.

ACCO can be found in applications such as residential 
spaces, hotels, restaurants, auditoriums, concert halls and 

offices.

Overall, ACCO panels provide effective sound absorption 
while adding a sophisticated, natural aesthetic to the space, 
making them a desired choice for various architectural and 

interior design projects.
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Specialised panels for
aesthetic and acoustic

performance

https://www.naturalveneers.com/veneers/acco


Sizes available
8 x 2 ft and 2 x 2 ft.

https://www.naturalveneers.com/veneers/acco


Available in
White Oak, Walnut & Teak.

https://www.naturalveneers.com/veneers/acco


ACCO WALNUT 01

ACCO WALNUT A
2 x 2 ft

8 x 2 ft
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Technical Details
Veneer Layer

Base

Weight Per panel

Panel size

Finish

:

:

:

:

:

0.5mm

12mm MDF + 12mm Foam

12 kg & 3 kg  

8 x 2 ft / 2 x 2 ft

Pre-Finished

Scan for
more details

Available Wood Species 
American White Oak   |  American Walnut  | 
Burma Teak 

ACCO WALNUT

Panel Drawing 

10 mm

27mm 12mm
12mm

https://www.naturalveneers.com/product-details/acco/acco-walnut


https://www.naturalveneers.com/product-details/acco/acco-walnut


ACCO WHITE OAK 01

ACCO WHITE OAK A
2 x 2 ft

8 x 2 ft
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Technical Details
Veneer Layer

Base

Weight Per panel

Panel size

Finish

:

:

:

:

:

0.5mm

12mm MDF + 12mm Foam

12 kg & 3 kg  

8 x 2 ft / 2 x 2 ft

Pre-Finished

Scan for
more details

Available Wood Species 
American White Oak   |  American Walnut  | 
Burma Teak 

ACCO WHITE OAK

Panel Drawing 

10 mm

27mm 12mm
12mm

https://www.naturalveneers.com/product-details/acco/acco-white-oak


https://www.naturalveneers.com/product-details/acco/acco-white-oak
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ACCO TEAK 01

ACCO TEAK A
2 x 2 ft

8 x 2 ft

https://www.naturalveneers.com/product-details/acco/acco-teak


ACCO TEAK

Technical Details
Veneer Layer

Base

Weight Per panel

Panel size

Finish

:

:

:

:

:

0.5mm

12mm MDF + 12mm Foam

12 kg & 3 kg  

8 x 2 ft / 2 x 2 ft

Pre-Finished

Scan for
more details

Available Wood Species 
American White Oak   |  American Walnut  | 
Burma Teak 

Panel Drawing 

10 mm

27mm 12mm
12mm

https://www.naturalveneers.com/product-details/acco/acco-teak


https://www.naturalveneers.com/product-details/acco/acco-teak
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